Strain Gauge for Stress Analysis

TEKO®

Gauge Res. In [Grid Dim.| Matrix Dim. |Leadwire| PVC
Model No. ) Temp. Range
Pattern Ohms |L*W(mm)| L*W(mm) (M) [Wire(M)
GH120-1AA-11-P003 1200+1%| 1.0*1.2 3.8*14 0.03
GH120-1AA-11-P003-V2M |120Q+1%| 1.0*1.2 3.8*14 0.03 2
GH120-2AA-11-P003 1200+1%| 2.0*1.1 5.0*1.5 0.03
GH120-3AA-11-P003 1200+1%| 3.0*2.0 7.5*2.8 0.03
" GH120-3AA-11-P003-V2M |1200Q+1%| 3.0*2.0 7.5%2.8 0.03 2
“« » |GH120-5AA-11-P003 1200+1%| 5.0*2.3 9.5*3.0 0.03
GH350-0.8AA-11-P0O03M |350Q+1%| 0.8*1.5 2.2*1.8 0.03 10 to + 80°C
GH350-1AA-11-P003M 350Q+1%| 1.0*4.8 5.2*6.0 0.03
' GH350-2AA-11-PO03M  |350Q+1%| 2.0*2.0 6.0*3.5 0.03
GH350-3AA-11-P003M 350Q+1%| 3.0*2.0 7.1*3.5 0.03
GH350-5AA-11-P003M  |350Q+1%| 5.0*2.0 9.2*3.5 0.03
Strain Gauge Grid Length & Leadwire Length could be customized
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